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2008 Polaris RZR

Inst allation Instructions

Dynojet Research   2191 Mendenhall Drive   North Las Vegas, NV 89081   (800) 992-4993  

Parts List

1 Ignition module
1 Installation Guide
2 Velcro® Strip
1 Alcohol Swab

You can also download the 
Power Commander software and 
latest maps from our web site at:
www .powercommander .com

The ignition MUST be turned OFF before inst allation!
This module is intended to be used in conjunction with Powe r Commander 930-41 1

PLEASE READ ALL DIRECTIONS BEFORE STARTING INSTALLA TION

Before this module can be used the 
Power Commander may need to be up dated.

(see included instructions)



1 Remove both seats.

2 Remove the the plastic panel behind
the seats.

3 Route the Ignition Module harness
behind the support (Fig. A).

4 Unplug the stock wiring harness from
the ignition coil (Fig. B).

5 Plug the connectors from the Ignition
Module in-line of the stock wiring
harness  (Fig. C).
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IM  connectors

Unplug

Stock connector

IM harness



7 Locate the crank pickup coil connec-
tor.  This connector is located near the
left, rear A-arm.

8 Unplug the crank connector. (Fig. E).

9 Plug the connectors from the Ignition
Module in-line of the stock wiring
harness and crank pickup coil connec-
tor (Fig. F).
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Ground wire from IM

Stock connectors

Unplug crank
connector

IM 
connectors
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6 Attach the ground wire from the
Ignition Module to the mounting bolt
of the stock ignition coil (Fig. D).

This is the same ground location as
the PCIII.



9 Install the Ignition Module using the
supplied velcro to the panel behind
the drivers seat.  Make sure to clean
both surfaces with the alcohol swab
before attaching.

10 Plug the white 10 pin connector from
the ignition module into the expansion
port of the PCIII.  If you are using
any other accessory then unplug that
from the PCIII and connect to the
expansion port of the igntion module
harness.

11 Reinstall the panel behind the seats
and reinstall the seats.
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